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Product Sikkens Rubbol Facade Special forms on the 
surface hydrophobic, water repellent coating that 
prevents moisture from entering the substrate. The 
binder used in the paint provides the right balance 
between flexibility, hardness and durability. For tin-
ting Sikkens Rubbol Facade Special high-quality  
Acomix pigment pastes are used that are extremely 
stable in outdoor conditions. The product’s shade 
stability over time is very good due to the UV absor-
bers in the tinting pastes, which prevent the shades 
from fading and have good bleach resistance. 

We hereby confirm that paned wooden details pre-painted at the factory conditions with Sikkens 
Rubbol Facade Special can achieve up to 7 years of durability if the following conditions are met and 
fulfilled:

•	The factory finishing of planed wooden details must be done 
as follows:
	+ The wooden details are finished from three or four sides 

with one layer of Sikkens Rubbol Facade Special; estimated 
minimal paint consumption per one coat is 90-100 g/m2 
(planed wood); 

	+ The finishing of wooden details is done on three or four 
sides with one layer of Sikkens Rubbol Facade Special; es-
timated minimal paint consumption per one coat is 90-100 
g/m2 (planed wood);

•	Cross-cut ends of the wooden details must be well saturated 
with impregnated primer (PT8) Pinotex Wood Primer BPR or 
Axil 3000 P and then painted with two-coats of paint Sikkens 
Rubbol Facade Special; 

•	For installing wooden details use galvanized nails and clamps. 
Untreated metal components must be treated against rusting 
before finishing the wooden surface;

•	That following factors should not affect coated cladding in 
unfavourable conditions as corrosive chemicals, high tempe-
ratures, continuous contact with water or ground, etc;

•	The coated surface must have adequate protection during 
plastering, welding, grinding or other jobs that are done du-
ring or after installation of the cladding and may damage the 
painted surface.

•	The product is used within the validity period; 

•	The manufacturer’s recommendations have been followed 
during transportation and storage of the product and 
pre-painted cladding; 

•	The wood to be treated is clean, follows quality specifica-
tion and is free of microbiological contamination as e.g. 
rot, mould, blue stain and the wood material comes from 
the centre of the beam;  

•	At all stages of process wood has to be dry with moisture 
content 14-20%;

•	During the application and drying period, the required 
temperature of the air and the painted surface must be 
between +10°C and 25°C (recommended +18±2°C), the 
product temperature must be above +15°C and relative air 
humidity between 40-80%; 

•	Avoided the painting in draught or direct sunlight as too 
quick water vaporization may obstruct the penetration of 
the product; 

•	 If needed, product Sikkens Rubbol Facade Special can be 
diluted with no more than 10% of pure water;

•	The product is applied to the surface with tools specified 
in the Technical Data Sheet. In case of other application 
methods, the paint manufacturer has been consulted and 
agreed with in advance;
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General care and maintenance of the cladding during exploitation period:

Maintenance interval for factory painted wooden details treated according to above mentioned  
conditions:

Impact factors RL11  
Mild exposure

RL12  
Moderate exposure

RL13  
Substantial exposure 

Sheltered 7 years 5 years 5 years

Partially sheltered 7 years 5 years 3 years

Exposed 5 years 3 years 3 years

Factors reducing the durability and maintenance time of factory painted wooden details: 

Producer

Akzo Nobel Baltics AS, Tobiase 8, 10147, Tallinn, Estonia, ph. 630 5299

•	 It is important to have at least annual inspection of the 
surfaces; 

•	Wash the surface with soapy water or using neutral 
cleansing agents at least once in two years to remove any 
surface pollutions or mould; 

•	For minor damage, such as flaking, resin release or colour 
fading, local repairs must be done; to avoid colour diffe-
rences it might be necessary to paint the whole surface. 
Paint flaking due to cracks caused by dimensional changes 
or poor protection of joints, resin exudation, clean the 
surface till solid timber with scraper or strong hair caprone 
brush (do not use steel brush!), remove dust. Next prime 

the surfaces cleaned to bare wood with biocidal impregna-
tion primer (PT8) Pinotex Wood Primer BPR or Axil 3000 P. 
Finish the surface with 1-2 coats of product Sikkens Rubbol 
Facade Special, Pinotex Wood Paint Extreme, Nordsjö One 
Super Tech or Nordsjö Tinova Exterior. For application use 
brush following the instructions of the paint producer; 

•	All above mentioned conditions must be followed when 
applying the maintenance coats of paint or primer; 

•	Always apply the product generously onto the surface. 
Finish the application with long light brush strokes in the 
direction of grain within entire board.

•	 �If the above-mentioned conditions and maintenance are 
not followed; 

•	 If the surface preparation, painting or maintenance 
process of the wooden details is complicated due to the 
shape, size or properties of the wooden boarding; 

•	 If factory painted wooden detail has damage or defects 
due to physical or chemical damage, biological organisms, 
dimensional changes, cracks, containing tannin, resin exu-
dation or natural erosion of the paint surface;

•	The maintenance necessity of the painted surface depends 
and differs a lot from location (e.g. industrial area, busy road 
or coast closeness, high altitudes, parts of the world), weather 
conditions or points of compass. 

•	Any other above not mentioned features, conditions or failures 
are out of scope of proposed up to 7 years durability because 
the paint manufacturer has no control over all used materi-
als, machinery, application methods, transportation, storage, 
installation and other connective processes. 

Representative

Akzo Nobel Baltics AS, Tobiase 8, 10147, Tallinn, Eesti, ph. 630 5299
SIA “Akzo Nobel Baltics”, Dēļu iela 4, LV-1004, Rīga, Latvija, ph. 6751 7018
UAB „Akzo Nobel Baltics“, Ukmergės g.223, 07156 Vilnius, Lietuva, ph. (5) 2653760
TOB «Акзо Нобель Холдінг Україна», вул. Євгена Сверстюка, 11 Б, оф.700, 02002, Київ, Україна, ph. (44) 581 8592


